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”We use the AQ500 in a number 
of projects and are impressed 
with the high data availability 
and robustness of the unit. With 
an average data availability of 
98% at 100m, it is the remote 
sensing product with the highest 
data availability we have ever 
installed.” Rafael Zubiaur, CEO 
of Barlovento Recursos 
Naturales 
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of Barlovento Recursos
Naturales

”We currently have 35 AQ500 
deployed in various 
measurement campaigns in 
Sweden and elsewhere in 
Europe. Due to their mobility 
and high data availability, we 
see them as a useful tool in our 
measurements campaigns.” 
Daniel Gustafsson, Project 
Manager at Vattenfall 
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”We consider the AQ500 a very useful 
tool for wind site assessments. In our 
most recent project with the AQ500, we 
used altogether three units in parallel 
with a met mast and were thus able to 
run simultaneous measurements at four 
separate points for a period of four 
months. As a result we were able to 
raise the project’s P90 value with 
several percent.” Måns Håkansson, 
PhD, Wind & Site at Statkraft 
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”AQ500 and 80 m mast is current RES 
standard practice in Scandinavia The 
AQ500 is a very good device: Robust 
and provides data in all weather 
conditions. Reliable with excellent 
operational availability (> 98 %).” Iain 
Campbell, MInstP, RES Group 
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